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Amendments to the Claims: 

This listing of claims will replace all prior versions, and listing;:), of claims in the 
application: 
Listing of Claims : 



addition to tho comprising, a polvmer-based lacquer fi a m ^cort fi titu ei^ it s wh i ch are 
u s ua l p e r se . it contain s suitabl e and conductive additives, by which the lacquer paint 
is provided with anti-static properties , the conductive additives being at least one 
additive selected from the group consisting of soots having conduct i vity, metal 
powders, co nductivety coated mica flakes, fine-particle SnOo which is surface-treated 
or is not surface-treated, semiconductor-doped BaSQj and organic additives, the 
conductive additives not having a modifying agent coating thereon . 

2. (canceled) 

3. (currently amended) Lacquer paint according to claim 1-«f^, characterised in 
that the amount of conductive additives in the po l yinor matrix of th e-lacquer paint 
that is required for the anti-static provision and the resulting conductivity of the 
overall system are determined by the percolation theory. 

4. (currently amended) Lacquer paint according to on e or more of cla i mG 1 to 3, 
chargote i r i s e d i n th a t it conta i n s- a comb i nat i on of conduot i vo addit i v 'i>s in aooord aftee 
with c l aim 2 with claim 1 . further comprising non>conductive fillgrs/pi gmontc . 
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1 . (currently amended) 
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5. (curr ntly amended) Lacquer paint according to ono or more o f-staifRS -cLaim 1 
t0-4-, characterised in that is has a surface resistance of 10^ to 10^ Ohm. 

6. {currently amended) Lacquer paint according to one or morc - < 3 f c l a i ms 1 to 5 
claim 4 . characterised in that it contains 5 to 35% 'PVC of conductive additives 
and/or non-conductive filIers/pi§fRefits. 

7. {currently amended) Lacquer paint according to on e or mor e ( s f ola i ms claim 1 
to^, characterised in that electrically conductive BaS04 is used as tl'ie e l e ctriGa l ly 
conductive additive. 

8. (previously presented) Lacquer paint according to claim 7, chanacterised in that 
BaS04 particles which are sheathed with a layer of Sb203-doped SnOsare used as 
the electrically conductive BaS04. 

9. (currently amended) Lacquer paint according to on e or mor e t=>f-6 la i m 6 claim 1 
to-S, characterised in that rutile-based transparent TiOz is used as the e l e Gtrically 
conductive added substance. 

10. (currently amended) Lacquer paint according to claim 9, chan^icterised in that 
0.05 - 20% 'PVC transparent Ti02. pr e f e rab l y with a OFys t a ll ite s i z e of 5 50 nm. is 
used. 
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1 1 . (currently amended) Lacquer paint according to claim 9 or 1 Q , characterised in 
that the Ti02 particles to be used have an inorganic doping ; proforab l y of a l uminum 
oxid e or zirconium oxid e. 

12. (currently amended) Lacquer paint according to one or mor e of c l a i ms claim 1 
to 11 , characterised in that cellulose acetate butyrate/polyester/melamine resin is 
used as the-a_polymer base of the polymer-based lacquer . 

13. (canceled) 

14. (canceled) 

15. (currently amended) yee-e^ The combination of a plastic surface and a lacquer 
paint in accordance with ono or moro of daimc claim 1 to 1 4 for provid i na p l aoticc , 
applied to the plastic surface for providing the plastic surface with anti-static 
properties. 

16. (new) Lacquer paint according to claim 1 , further comprising non-conductive 
pigments. 

17. (new) Lacquer paint according to claim 4, characterised in tfiat it contains 5 to 
35% 'PVC of conductive additives and/or non-conductive pigments. 

1 8. (new) Lacquer paint according to claim 1 0, characterised in that the 

transparent Ti02 has a crystalline size of 5 - 50 nm. 

! 

4 



PAGE 9/14 * RCVD AT M20[)4 11:20:41 AM [Eastern Standard Time] * SVR:USPT^^^^ 



03/24/04 11:25 FAX 703 312 6866 



ATSK 



[SOlO/014 



1 9. (new) Lacquer paint according to claim 1 1 , characterised In that the inorganic 
doping is aluminum oxide or zirconium oxide. 



PAGE 1 0m * RCVD AT W()4 1 1 :20:41 AM [Eastern Standard Time] 



